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1 
This invention relates to articles of wearing 
apparel such as scarfs. More particularly, the 
invention concerns scarïs hich may be utilized 
in the ïorm oï a head dress, neckwear or as a 
sash. 5 
Conventional handkerchief scarfs in the usual 
form of squares or rectangles, are formed from 
thin fabrics of sflk, cotton, rayon or the like 
which are characterized by being of a limp 
nature. Such scarfs bave little or no stiffness 10 
and when used as a head dress or covering, do 
not lend themselves to draping or shaping of the 
fabric to the head. With end portions of the 
scarf used for tieing purposes, the scarf must 
closely conform fo the head of the wearer and 15 
cannot be shaped to the head of a particular 
wearer. The limpness of the scarf material 
pears to accentuate a tendency for head cover- 
ings formed from such a scarf, to more rear- 
wardly off the head in the presence of a stiff 20 
breeze or wind. Accordingly, an object of this 
invention is fo provide an improved scarf which 
is formed from a limp fabric but includes stiffened 
portions on selected areas thereof, whereby the 
scarf can be folded or otherwise converted into 25 
a head covering which may be shaped and draped 
relative fo the head of the wearer and will re- 
tain ifs position on the head in the presence of 
a stiff breeze or wind. 
When using conventional, limp fabric scarfs as 30 
a neck covering or muflier, the scarf when ar- 
ranged about the neck in an upstnding position, 
has a tendency fo droop and to expose the neck. 
Accordingly, another object of this invention is fo 
provide an improved scarf of the character de- $5 
scribed wherein stiffened portions are so located 
on the scarf as to provide the olded scarf with 
a portion which may be disposed about the neck 
in an upstanding condition, such upstanding por- 
tion being adapted to resist drooping, the stiff- 4O 
ened portions of the scarf being of a flexible 
character which permits the scarf fo be readfly 
converted and utilized as other forms of wearing 
apparel. 
A further object of this invention is t0 provide 45 
a scarf formed of a limp fabric in a shape having 
greater extensibility in one direction than in 
other directions, together with inextensible tie- 
ing means secured fo an intermediate portion of 
the fabric and extending along the direction of 50 
greater extensibility for securing the scarf in 
place, the scarf including portions which are 
movable relative to the tieing means for draping 
purposes when the scarf is worn as a head cover- 
ing, neck piece or the like. 55 

2 
Yet another object of this invention is o pro- 
vide an improved scarf of the character de- 
scribed, which is of simple construction, is eco- 
nomical to manufacture, is readily converted 
from one form of use fo another and is practical 
fo a high degree in use. 
Other objects of this invention wfll in part be 
obvious and in part hereinafter pointed out. 
The invention accordingly consists in the fea- 
tures of construction, combination of elements 
and arrangement of parts which wfll be exem- 
plified in the construction hereinafter described, 
and of which the scope of invention wfll be indi- 
cated in the following claims. 
In the accompanying drawings, in which are 
shown illustrative embodiments of the invention: 
Fig. 1 is a plan view of a scarf embodying the 
invention; 
Fig. 2 is an enlarged sectional view taken on 
the line 2--2 of Fig. 1; 
 Fig. 3 is a plan view of a scarf showing a modi- 
fied form of the invention; 
Fig. 4 is a fragmentary plan view of a portion 
of a scarf showing a further modification of the 
invention; 
Fig. 5 is a plan view of a scarf, showing still a 
further modificaton of the invention. 
Referring in detail fo the drawing, |0 desig- 
nates a scarf embodying the invention. The 
saine comprises a square or rectangular sheet of 
fabric ||, which may be hemmed af the edges. 
The fabric | | may be of silk, rayon, cotton or the 
like and is characterized by being of a rhin, limp 
nature. The fabric may be imprinted or other- 
wise decorated or ornamented, in a manner well 
knownin the art 
Means is provided for stiffening one or more 
selected areas of the scarf. To this end there is 
provided stiffening means generally designated 
as |2. Such stiffening means comprises a tri- 
angular shaped fabric member 1.3, which may be 
of the saine type of material as fabric || nd 
having the same oruamental pattern. The fab- 
tic member |3 may be hemmed at the edges to 
prevent raveling. Secured fo the underside of 
member |3 is a triangular shaped fabric element 
|4 which may be buckram or other sized fabric 
which is flexible but of a stiff nature. The edges 
of element |4 are disposed slightly inwardly of 
the corresponding edges of member |3. The ele- 
ment | 4 and member | 3 may be secured together 
at the corners by stitching | 8. 
The stiffening means 12 is located in a corner 
of the fabric | | with the element |4 disposed be- 
tween fabric Il and member ! 3. The stiffening 



means may be detachably attached to fabric 
by means of snap fasteners |6. One element of 
the snap fasteners |6 is secured at each of the 
corners of the stiffening means whfle the comple- 
mentary elements are secured to fabric | | in 
propriate positions. In lieu oï snap fasteners, 
single stitches may be used to attach the stiffen- 
ing means to the fabric  . In either case, the 
stiffening means may be readily removed ïrom 
the fabric   to allow washing or cleaning oï the 
saine, as well as converting the ïabric | to a 
conventional, limp scarï. 
It will be apparent that the scarf |0 will not 
materially differ in appearance from a conven- 
tional, limp scarf. However, the stiffening 
means |2 provides results not found in .conven- 
tional scarfs, when the scazf |0 is used .as .an 
article of wearing apparel such as a head cover- 
ing, neck wear or as a sash. When using the 
scarf |  as a head covering, the ïabric | | is folded 
along a diagonal line interconnecting the non- 
stiffened corners oï the fabric..One of the thus 
folded portions of the fabric may be further 
folded in a manner to bring .the stiffened corner 
portion to a ïorvard Position .disposed inter- 
mediate the corners at the diagonal ends of the 
ïolded fabric. The folded scarï may then be 
positioned on the head with the stiffened por- 
tion located at the top .of the head. The tieing 
ends of the scarf are brought below the chin, in 
the usual manner, .to .secure the scarï in place. 
The stiffened portionmay be shaped by hand to 
give the scarf a desired .configuration about the 
head. The element 4, being of a sized fabric, 
lends itself to such shaping operation. 
It has been round that the inclusion of stiff- 
ening means in the scarf construction provides 
for a head covering which is hot readily dislodged 
from the head in a stiff breeze, tn addition, the 
stiffening means provides an anchorage ïor a hat 
pin which my be passed-through the top of the 
head covering. With conventional, ,limp scarïs, 
a hat pin passing through .the-fabric is readily 
dislodged. 
The scarf  may aiso be folded to .provide a 
neck covering or muflier. In this case, the folds 
are so arranged that the stiffening means is 
located in an inte»'mediate portion oï the ïolded 
structure. The folded scarf .may be arranged 
about the neck, with the stiffened portion keep- 
ing the neck covering portion-in an upstanding 
position. The neck covering ,portion wfll .hOt 
droop to 'expose the neck, as is oïten the .case 
with conventional, limp scarfs..A similarly 
folded scarf construction may be used as a sash 
or the like, the stiffened raid portion serving to 
retain the transverse portions of .the scarf ,in 
xtended position. 
The stiffeïfing means for fabric . may take 
forms other than that of a triangle and may be 
located in positions other than corners.oï the 
ïabric. In Fig. 3, the.stiffening means a may 
be of square shape, cornprising a square.of limp 
ïabric 3a with a square oï stiffened.ïabric,,not 
shown, secured fo the .underside .thereoï. The 
stiffenin means may be arranged,with the sides 
thereof disposed at an angle to the.sides of the 
fabric   and may-be detachably securedby snap 
fasteners 6 at the corners thereoï. This con- 
struction may also be folded to-provide a head 
covering, a muflier or a sash, with the,stiffened 
portion suitably disposed 'so as to. impart the 
desired characteristics to the-scarï-as, a whole,-as 
described above. 
If is Understood'that the stiffening meansmay 
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take othe geometric shapes and may be asso- 
ciated with scarfs of non-rectilinear shape such 
as elliptical shapes and the like. 
In lieu of stiffening means which is separable 
 from the scarf ïabric, the fabric may be stiffened 
at selected areas by applying a coating |'/ of 
glazing material to a corner portion, as shown in 
Fig. 4. Such glazing material is preferably of 
a transparent character and non-injurious fo the 
10 ïabric to which it is applied. Colorless plastic 
solutions, sizes or the like may be used. If is 
understood that such coatings may be applied to 
 predetermined areas and in predetermined geo- 
,metric shapes. 
15 In conventional scarfs, the fabric displays 
residual extensibility in a direction diagonally of 
the weave thereoï. Such extensibility usually 
results in a loosening of the scarf when used as 
a head covering, aïter the scarï bas been appar- 
20 ently tightly tied under the chin of the wearer. 
As shown in Fig. 5, the scarf |  is provided with 
inextensible tieing means in the ïorm oï a tape 
8. The tape 8 is located on the fabric along 
the direction oî greatest ey.tensibility. The mid 
25 portion of tape 8 is anchored against longitu- 
dinal movement by stitching the saine to the 
stiffening.means at 19. The unsecured portions 
of the tape are restrained against lateral more- 
ment by being threaded through perforations 2} 
30 formed in the fabric  and extending towards 
opposite corners. 
It is apparent that the use oï the tape  in 
securing the scarf in place when.used as a head 
co]ering or the like, eliminates any possibility 
a5 of extension of the scarf fabric which would 
]oosen the head covering with respect to the head 
of .the wearer. Additionally, the scarï fabric.is 
adapted tobe moved relative.to the tape, to :per- 
mit shaping and draping the scarï fabric rela- 
o tire to the head oï the wearer..Similarly, the 
scarï may be ruflied when used as a neck cover- 
ing or muflier. It is understood that the inex- 
tensible .tieing tape 8 may be used in conjunc- 
tion with scarfs oï various geometrical shapes 
45 wherein the ïabric bas greater .extensibility .in 
one direction than in other directions. 
It will thus be seen that there are provided 
scarfs in which the several objects.oï this .inven- 
tion are achieved and which is well,adapted .to 
5o meet the conditions oï practical use. 
As rations possible embodiments might be 
ruade in the above described invention, and as 
various changes might be ruade in the embodi- 
ments above set ïorth, if is tobe understood that 
55 ail.marrer-herein set ïorth or ,shown in the ac- 
companying drawing, is to be interpreted .aa 
illustrative and hot in a limiting sense. 
Having thus described my invention, I claire 
as .new and desire to secure by Letters Patent: 
60 !. A scarf comp,ising a limp fabric-piece which 
is.extensible in one direction and is substantially 
inextensible in another direction, a stiffening 
element securedto a selected area oï said piece 
located inwardly of the edges thereoï, elongated, 
65 inextensible tieing means having a portion there- 
of attached.to-said stiffening element..with.other 
portions in .contact with said fabric piece and 
extending in the direction oï extensibility oï said 
fabric.piece, and means ïor retaining said tieing 
7o means against lateral movement.while permit- 
ting longitudinal ,movement relative to contact- 
ing portions of said ïabric piece. 
2. A scarï comprising a limpïabric piece which 
has greater extensibility in one direction .than 
7 in a direction at an angle 45 ° therto,inextensi- 
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ble, elongated tieing rneans disposed in contact 
with sa.id fabric piece and extending along the 
direction of greater 'extensibility and rneans for 
reta.inng said tieing rneans against lateral rnove- 
ment while permitting relative, movernent be- 
tween sa.id tieing rneans and said fabric piece 
]ogitudinally of said tieing rneans. 
3. A head covering cornprising a scarf oî lirnp 
fabric incapable of retaining a bent shape when 
disposed on a fiat surface and including opposite 
end portions for securing the covering on the 
head o a wearer, and a non-resilient fabric 
mernber having a stiffness greater than that of 
said lirnp fabric and capable of being bent into 
 given shape and retaining said shape at all 
rimes ecured fo a selected area of said lirnp 
fabric such that said rnernber is located along an 
edge of the head covering in use, whereby said 
sca.rf rnay be rna.nipulated into a predeterrnined 
shape on the head of the wearer and retained in 
said shape. 
4. A scarf cornprising a lirnp woven fabric 
incapable of retaining a bent shape when dis- 
posed on a fiat surface, and a non-resilient woven 
fabric rnember having a stiffness greater than 
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6 
that of satd lirnp fabric and capable of being 
bent into a given shape and retaining said shape 
af all rimes secured to a selected area of said 
lirnp fabric such that upon folding said scarf fo 
5 desired forrn, said rnember is located along an 
edge of the folded scarf, whereby said scarf rnay 
be manipulated into a predeterrnined shape and 
retained in said shape. 
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